INSTALLING THE TRANSMITTERS @ B

CALCULATE WHEEL SIZE
BIKE COMPUTER 3

mmx 3,14 km/h:
WS =mmx 3,14
mph:

v WS =mmx 3,14

km,/ h:
WS = mm
i I . mph:
HEART RA“!T‘ J A =WS [(mm) WS = mm
ETRTO ETRT O

sty sty
47-305 16x1.75x2 1272 32-630 27x1 1/4 2199
47-406 20x1.75x2 1590 28-630 27x1 1/4 Fifty 2174
37-540 24x1 3/8 A 1948 40-622 28x1.5 2224
47-507 24x1.75x2 1907 47-622 28x1.75 2268
23-571 26x1 1973 40-635 28x1 1/2 2265
40-559 26x1.5 2026 37-622 28x1 3/8x1 5/8 2205
44-559 26x1.6 2051 18-622 700x18C 2102
47-559 26x1.75x2 2070 20-622 700x20C 2114
50-559 26x1.9 2089 23-622 700x23C 2133
54-559 26x2.00 2114 25-622 700x25C 2146
57-559 26x2.125 2133 28-622 700x28C 2149
37-590 26x1 3/8 2105 32-622 700x32C 2174
37-584 26x1 3/8x1 1/2 2086 37-622 700x35C 2205
20-571 26x3/4 1954 40-622 700x40C 2224

Max. 30°
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INSTALLING THE MAGNETS @ -

=

Max. 70 cm

- Green LED
= Bike 1

Max. 30 cm

- Red LED

- - Press > 5 seconds - Green LED is flashing - Red LED is flashing = Bike 2

- In order to achieve the necessary
12 mm or less install the transmitter
and the magnet closer to the wheel
hub.
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DOCKING STATION E

ATTACHING THE CHEST STRAP

-> Rub water or cardio-gel on the electrodes

BATTERY CHANGE SPEED TRANSMITTER E BATTERY CHANGE CADENCE TRANSMITTER E BATTERY CHANGE HEARTRATE TRANSMITTER m

-> Cadence Transmitter
battery soon empty!

- Unit battery
soon empty!

- Front Wheel Transmitter
battery soon empty!

-> Heartrate Transmitter
battery soon empty!
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- New - New - Before replacing a new battery, - New - Before replacing a new battery, - New - Before replacing a new battery,
Battery Battery wait for 1 minute Battery wait for 1 minute Battery wait for 1 minute
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